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Figure 1 shows a Synchronome synchronous mantel clock. The mahogany case 
appears to be home made, and is either not original or has been extensively modified. 
The top of the base is probably Paxolin, and the stays connecting the upper part of the 
case to the base are aluminium. The case is 9� high  6� wide  5 deep. The dial 
is 5 diameter with a chrome bezel, black Roman numerals, and aluminium hands. It 
is marked ‘SYNCHRONOME’, ‘ELECTRIC’ and ‘MADE IN ENGLAND’. The 
movement is mounted horizontally in the base, with the starter and handset knob on 
the right side. A rear view is shown in Figure 2. The vertical shaft which transmits the 
drive from the movement to the motion work is visible. The movement and associated 
mechanism were not correctly assembled, and several changes were needed to get the 
clock working. Some changes were also made to the case to simplify re-assembly. A 
top view of the movement is shown in Figure 3, including the drive for the vertical 
shift, and a view from underneath in Figure 4. This is the second type of Smith 
movement, BM7 or ‘de luxe’. It was introduced in 1934, and was in use to around 
1955. It has a double worm reduction gear. The movement is not self starting, and 
power is supplied via a swivelling two pin connector. In this clock leads have been 
soldered to the prongs of the connector. The top plate is marked ‘35295/36’: ‘36’ is 
probably the year on manufacture, 1936. Figure 5 shows a rear view of the motion 
work, together with the top of the vertical shaft and the pair of bevel gears which 
drive the motion work. A front view of the motion work is shown in Figure 6.
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