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Figure 1 shows a Smith Perfectos synchronous wall clock. It is not in Smith’s book. 
The unglazed case has a wood effect and gilt finish, and is 9 high  18 wide  1�
deep. It is marked ‘PERFECTOS’ at the top, ‘Perfectos’ at the sides and ‘FILTER DE 
LUXE’ at the bottom The gilt chapter ring is 5� high  7 wide, with black batons 
and gilt hands. A rear view is shown in Figure 2, and a close up of the movement 
cover in Figure 3. Markings on the movement cover include ‘SMITHS CLOCKS 
AND WATCHES LTD.’ And ‘MADE IN GREAT BRITAIN’. A front view of the 
movement is shown in Figure 4, a rear view in Figure 5 and a top view in Figure 6.
This is the QGEM movement, which was introduced in 1963. It is self starting, and 
has a double worm reduction gear. Markings on the back plate include ‘S SMITH & 
SONS (ENGLAND) LTD’, ‘GREAT BRITAIN’ and ‘QGEM 401/00/6’. The rusted 
parts (Figure 4) have been replaced by parts from a spare QGEM movement.

The clamping screw holding the movement to the case is in two parts, rivetted 
together. In this particular clock, the clamping screw was inadequate to take the 
weight of the case via the built in hanger on the movement cover, and had come apart,
as shown in Figure 7. The flat part, on the left of the figure, has now been replaced by 
a plated steel washer, tapped 5/16 inch BSF to match the threaded part. The tapped 
washer is visible in Figure 1. The poor design suggests that the clock was a throw 
away promotional item. 
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