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Figure 1 shows a synchronous electric mantel clock with an Amachron movement. 
The oak case appears to be home made; the four screws adjacent to the dial are 
redundant. The clock is 9� high  10� wide  5 deep. The dial is 3� diameter, 
with a chrome bezel, black Arabic numerals and hands, and a chrome seconds hand. 
There are no markings on the dial. A rear view is shown in Figure 2. The two holes 
are redundant. Power is supplied via a short lead and a two pin 5A plug. The front of 
the case is hinged on the left, and opens to provide access to the movement, as shown 
in Figure 3. In the closed position the front of the case is secured by a hook and eye. 
Figure 4 shows a rear view of the movement, which is marked ‘AMACHRON’. This 
is the only identification mark on the clock. Unusually for a synchronous movement, 
the electrical connections are arranged so that there are no exposed live parts. The 
movement is not self starting, but the seconds hand acts as a tell tale. A top view of 
the movement is shown in Figure 5. The hand adjustment knob and tapered starting 
lever are clearly intended to protrude through the back of a clock case. Apparently, 
the movement and dial have been removed from the original Amachron case, and then
used as an insertion movement in the home made case. Figure 6 shows a view of the 
movement from the right. The reduction gear is similar to the train of a conventional 
mechanical clock. Unusually for a synchronous clock, some of the wheels are crossed 
out.
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